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(54) Title: ESSENTIALLY CHROMIUM-FREE METHOD FOR PASSIVATING METALLIC SURFACES CONSISTING OF ZN, 
ZN ALLOYS, AL OR AL ALLOYS 

(54) Bezeichnung: IM WESENTLICHEN CHROM -FREIES VERFAHREN ZUM PASSIVIEREN VON METALLISCHEN 
OBERFLACHEN AUS ZN, ZN-LEGIERUNGEN, AL ODER AL-LEGIERUNGEN 


(57) Abstract: The invention relates to an essentially chromium- free method for passivating metallic surfaces consisting of Zn, Zn 
alloys, Al or Al alloys, by treating the surface with an acid, aqueous preparation containing at least one essentially non-crosslinked, 
water-soluble polymer or copolymer comprising at least 50 wt. % of (meth)acrylic acid units, and further treatment of the surface 
by means of at least one water-soluble crosslinking agent comprising at least two crosslinking groups selected from the azirane, 
oxirane or thiirane groups. The invention also relates to passivation layers that can be obtained by means of the cited method, and to 
a preparation suitable for said method. 


00 


(57) Zusammenfassung: Im Wesentlichen Chrom-freies Verfahren zum Passivieren von metallischen Oberflachen aus Zn, Zn-Le- 
<^ gierungen, Al oder Al-Legierungen durch Behandlung der Oberflache mit einer sauren, wassrigen Zubereitung, welche mindestens 
^5 ein im wesentlichen unvernetztes, wasserlosliches Polymer oder Copolymer mit mindestens 50 Gew. % (Meth)acrylsaureeinheiten, 
sowie Wasser oder ein mindestens 50 Gew. % Wasser enthaltendes, wassriges Losemittelgemisch umfasst sowie durch zusatzliches 
Behandeln der Oberflache mit mindestens einem wasserloslichen Vernetzer, der mindestens 2 vernetzende Gruppen, ausgewahlt aus 
der Gruppe von Aziran-, Oxiran- oder Thiirangruppen umfasst. Passivierungsschichten, die mittels des Verfahrens erhaltlich sind 
sowie eine fiir dieses Verfahren geeignete Zubereitung. 


